	COOLING TOWER PRODUCT OVERVIEW
	CURRENT:10-01-11


SCALE FORMING WATERS

	Code
	Function
	Formulation Notes
	Ryzner

Index
	Langelier

Index
	Control

Test

	C20-C
(STX Available)
	High Hardness, Temps, & Stressed Systems
	PMA crystal modifier, PBTC & HEDP phosphonates,  HPA corrosion  inhibitor, terpolymer, azoles
	6.0 - <3.0
	0.0 - <3.0
	Phosphonate



	C20M-C
(STX Available)
	High Hardness, Temps, & Stressed Systems
	Versaflex One, PBTC & HEDP phosphonate,

terpolymer, azoles, w/Mo tracer
	6.0 - <3.0
	0.0 - <3.0
	Mo

	C20V-C
(STX Available)
	High Hardness, Temps, & Stressed Systems
	Versaflex One, PBTC & HEDP phosphonate, HPA & POCA corrosion inhibitors, terpolymer, azoles
	6.0 – 3.0
	0.0 - <3.0
	Phosphonate



	C20NP-C
	Non-Phos.

Effluent Conditions
	Versaflex One, T/T, polymer
	4.0 – 5.0
	1.0 – 2.0


	T/T



	C13M-C
	High Hardness, Temps, & Stressed Systems
	Versaflex One, PBTC & HEDP phosphonate,HPA corrosion

Inhibitors terpolymer, azoles, w/ Low Mo tracer
	6.0 - 3.0
	0.0 - <3.0
	Low Mo



	C15M-C
	High Hardness, Temps, & Stressed Systems
	Versaflex One, PBTC & HEDP phosphonate, HPA corrosion inhibitors, terpolymer, azoles w/Mo tracer
	6.0 - 3.0
	0.0 - <3.0
	Mo



	DuroSlow Tablets
	High Hardness, Stressed
	Proprietary Formulation: PMA crystal modifier, PBTC & HEDP phosphonate,  HPA corrosion inhibitor, terpolymer, yellow metal corrosion inhibitor
	NA
	NA
	NA




CORROSIVE WATERS

	Code
	Function
	Formulation Notes
	Ryzner

Index
	Langelier

Index
	Control

Test

	C22M-C
(STX Available)
	Corrosive

conditions
	PBTC & HEDP phosphonates, Versaflex One, HPA & POCA corrosion inhibitors, terpolymer, azole, w/Mo tracer
	6.0 – 8.5
	0.0 – (-1.5)
	Phosphonate

or

Mo

	C23M-C

	Corrosive

conditions
	PBTC phosphonate, HEDP phosphonate, Versaflex One, Ter-polymer, HPA, POCA, triazole, molybdate
	6.0 – 8.5
	0.0 – (-1.5)
	Phosphonate

or

Mo

	C22V-C
(STX Available)
	Corrosive

conditions
	PBTC & HEDP phosphonates, Versaflex One, HPA & POCA corrosion inhibitors,  terpolymer, azole
	6.0 – 8.5


	0.0 – (-1.5)


	Phosphonate



	C22P-C
(STX Available)
	Corrosive

conditions
	Stabilized phosphate includes SHMP poly phosphate, PBTC phosphonate, DSP, ALCO 540 high performance polymer, & TT
	6.0 – 8.5
	0.0 – (-1.5)


	ORTHO PO4




SPECIALTY PRODUTS

	Code
	Function
	Formulation Notes
	Ryzner

Index
	Langelier

Index
	Control

Test

	COLC-C
(STX Available)
	On-Line

Cleaner
	Versaflex One, AR540D, TT
	NA
	NA
	NA

	CWR-C
(STX Available)
	White Rust

Passivator
	Ortho Phosphate, azole, Sulfonated co-polymer
	See Mfg.

Recommendation


	See Mfg.

Recommendation


	ORTHO PO4

	C20S-C
(STX Available)
	High Silica

(300 SiO2 max)
	Versaflex Si, PBTC & HEDP phosphonates, polymaleic acid,

dual polymer, azole
	SiO2

Controlled
	SiO2

Controlled
	Phosphonate

	STX
	1 STICK = 100 ppm/1000 gallons

or
1 STX added to 4000 gallons  will yield 25 ppm
	Add “–STX” Abbreviation to any product code where STX availability indicated
	Note: See specific Product Bulletin for proper Chemical Level Control.
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