	B-SE-C
	OXYGEN SCAVENGER


Description

Solid form, oxygen scavenger.

Function

This is a proprietary boiler water treatment containing decharacterized sodium sulfite, sodium lignosulfonate, bisulfite, and erythorbate.  It reduces the potential for oxygen corrosion and general corrosion in boiler water systems.  

Application/Feedrate
Fed at 30 ppm, 1 lb of product treats approximately 33,333 lbs of boiler blowdown (depending upon the amount of oxygen being removed mechanically).  1 case (48 lbs) is equivalent to 30 gallons of a conventional liquid product (approximately 300 lbs).  Liquid equivalent comparative values will vary, dependent upon concentration.

Testing & Control

	Testing
	In Boiler Water

	Sulfite
	20 – 60 ppm


Feeding

Suggested use with SolvUltima™ mixing boards:

All Solv-all™ boards; Hydro Solv-Ultima™ series.

Packaging/Storage/Handling
Available in: 
· Gallon containers – 1 case of 4 @ 48 lbs/case

· Sticks – 1 case of 30 @ 24 lbs/case

Follow MSDS. Properly stored product will remain effective for 24-36 months. Store in cool, dry area

	AP Tech Group, Inc. (“AP Tech”) provides you, the Distributor, with this confidential and proprietary information concerning its products (“Confidential Product Data”). AP Tech desires to keep this Confidential Product Data proprietary and confidential. Accordingly, Distributor shall use the information contained in AP Tech’s Confidential Product Data for the sole purpose of using and promoting the sale of AP Tech’s products.  Distributor shall not disclose AP Tech’s Confidential Product Data to anyone except those individuals and entities who intend to purchase AP Tech’s product.  Distributor shall not disclose Confidential Product Data to any other person without the prior written consent of AP Tech unless disclosure is required under applicable law.  Distributor shall immediately return Confidential Product Data upon AP Tech’s request.

Confidential Product Data remains the property of AP Tech, and Distributor does not acquire any intellectual property rights to such material, except the limited rights necessary to use AP Tech’s Confidential Product Data for the purpose described above.  All waivers of the foregoing must be in writing and signed by AP Tech.

By accepting this product you agree to the aforementioned terms and conditions.

PRODUCT WARRANTY DISCLAIMERS AND LIMITATION OF LIABILITY

NOTICE: Read the entire Directions for Use, Conditions of Sale and Product Warranty and Disclaimers and Limitations of Liability before buying or using this product.

AP TECH MAKES NO WARRANTIES OF MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR PURPOSE EXCEPT AS EXPLICITLY STATED. AP TECH ALSO EXPRESSLY DISCLAIMS ALL EXPRESS AND/OR IMPLIED WARRANTIES.

IN NO EVENT SHALL AP TECH BE LIABLE FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL DAMAGES OF ANY KIND WHATSOEVER, DIRECTLY OR INDIRECTLY, RESULTING FROM THE USE OR HANDLING OF THIS PRODUCT. THE EXCLUSIVE REMEDY OF THE DISTRIBUTOR, USER, AND/OR BUYER, AND THE EXCLUSIVE LIABILITY OF AP TECH FOR ANY AND ALL CLAIMS, LOSSES, INJURIES, LOST PROFITS OR DAMAGES (INCLUDING CLAIMS BASED ON BREACH OF WARRANTY, CONTRACT, NEGLIGENCE, STRICT LIABILITY, OR ANY OTHER TORT OR CAUSE OF ACTION) RESULTING FROM THE USE OR HANDLING OF THIS PRODUCT SHALL BE EITHER THE RETURN OF THE PURCHASE PRICE OR, AT AP TECH’S ELECTION, THE REPLACEMENT OF THE PRODUCT.

AP TECH PROVIDES ITS PRODUCT, DOCUMENTS AND INFORMATION “AS IS” AND MAKES NO OTHER WARRANTIES.   


