	L6-C-STX
	CLOSED SYSTEM CLEANER/PASSIVATOR


Description:

Packaged in a stick form, designed to eliminate messy liquid additions to water systems.  These are employed for pretreatment and shutdown cleaning of closed re-circulating systems.  This product was designed to passivate & remove deposits of mill scale, oil and grease, or other fouling materials prior to placing the system into normal operating conditions. 

Application/Feedrate

This product should be fed at the rate of 1 stick per 50 gallons of water volume.  Product contains alkaline materials.  Follow manufacturer suggested cleanout/boil-out procedure.  pH may increase to excessive levels.  Care should be taken to avoid contact with copper at high pH levels.  NOTE: This product may cause foaming when fed at high levels. 

Testing & Control

No test, add as suggested.

Feeding

Remove stick from corrugated packaging, and introduce into shot feeder or open tank.  Dissolving rates will vary depending upon water composition, temperature, and flow rate.

Packaging/Storage/Handling

Packaged in 24 x one lb sticks (enclosed in individual water soluble bags, packaged in corrugated packs) per case.  Case weighs 24 lbs. The diameter of each stick is approximately 2 inches, fitting into most screw top capped shot feeders.   Follow MSDS.  Properly stored product will remain effective 24 - 36 months.  Store in cool, dry area.

	AP Tech Group, Inc. (“AP Tech”) provides you, the Distributor, with this confidential and proprietary information concerning its products (“Confidential Product Data”). AP Tech desires to keep this Confidential Product Data proprietary and confidential. Accordingly, Distributor shall use the information contained in AP Tech’s Confidential Product Data for the sole purpose of using and promoting the sale of AP Tech’s products.  Distributor shall not disclose AP Tech’s Confidential Product Data to anyone except those individuals and entities who intend to purchase AP Tech’s product.  Distributor shall not disclose Confidential Product Data to any other person without the prior written consent of AP Tech unless disclosure is required under applicable law.  Distributor shall immediately return Confidential Product Data upon AP Tech’s request.

Confidential Product Data remains the property of AP Tech, and Distributor does not acquire any intellectual property rights to such material, except the limited rights necessary to use AP Tech’s Confidential Product Data for the purpose described above.  All waivers of the foregoing must be in writing and signed by AP Tech.

By accepting this product you agree to the aforementioned terms and conditions.

PRODUCT WARRANTY DISCLAIMERS AND LIMITATION OF LIABILITY

NOTICE: Read the entire Directions for Use, Conditions of Sale and Product Warranty and Disclaimers and Limitations of Liability before buying or using this product.

AP TECH MAKES NO WARRANTIES OF MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR PURPOSE EXCEPT AS EXPLICITLY STATED. AP TECH ALSO EXPRESSLY DISCLAIMS ALL EXPRESS AND/OR IMPLIED WARRANTIES.

IN NO EVENT SHALL AP TECH BE LIABLE FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL DAMAGES OF ANY KIND WHATSOEVER, DIRECTLY OR INDIRECTLY, RESULTING FROM THE USE OR HANDLING OF THIS PRODUCT. THE EXCLUSIVE REMEDY OF THE DISTRIBUTOR, USER, AND/OR BUYER, AND THE EXCLUSIVE LIABILITY OF AP TECH FOR ANY AND ALL CLAIMS, LOSSES, INJURIES, LOST PROFITS OR DAMAGES (INCLUDING CLAIMS BASED ON BREACH OF WARRANTY, CONTRACT, NEGLIGENCE, STRICT LIABILITY, OR ANY OTHER TORT OR CAUSE OF ACTION) RESULTING FROM THE USE OR HANDLING OF THIS PRODUCT SHALL BE EITHER THE RETURN OF THE PURCHASE PRICE OR, AT AP TECH’S ELECTION, THE REPLACEMENT OF THE PRODUCT.

AP TECH PROVIDES ITS PRODUCT, DOCUMENTS AND INFORMATION “AS IS” AND MAKES NO OTHER WARRANTIES.   


